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SIONAL OBJECTS AND DEVICE FOR HOLDING THE OBJECTS 



(54) Bezeichnung: VERFAHREN UND ABTASTANORDNUNG ZUM BERIJHRUNGSLOSEN ABTASTEN DREIDIMENSIO- 
NALER OBJEKTE UND HALTERVORRICHTUNG FUR OBJEKTE 




ySZ (57) Abstract: The invention concerns a method for the contactless scanning of three-dimensional objects (1 ). The objects are 
^ scanned using a bundled light beam (7), preferably using a laser beam. The object is scanned in at least two different measuring 
sections. When scanning in two different measuring sections, the measuring lines on the object (1 ) are not parallel. As an alternative 
or additional option, the object (1 ) is rotated during one measuring operation and not during the other. 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zum beruhrungslosen Abtasten von dreidirnensionalen Objekten (1 ). 
Die Objekte werden rnit einem gebiindelten Lichtstrah] (7) abgetastet, vorzugsweise mit einem Laserstrahl. Das Objekt wird durch 
mindestens zwei unterschiedliche Messabschnitte abgetastet. Bei zwei unterschiedlichen Messabschnitten sind die Messlinien auf 
dem Objekt (1) nicht parallel. Alternativ oder zusatzlich wird das Objekt (1) bei einer Messung rotiert und bei einer nicht. 



